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FOREWORD 

Congratulations on the purchase of your Verti - Cut Flex 2000 . To ensure safe and sustainable operation of this 
machine, it is essential that you read and understand this user manual. Without a full understanding of its 
contents, it is not possible to operate this machine safely.  
This machine is not a self -ăĆøăÍììÍÉƇò·ÄÞßóÍŚƇEĐƇßĊƇĐÞÍƇĔĊÍĆźĊƇĆÍĊăøóĊßÃßìßĐĦƇĐøƇĔĊÍƇĐÞÍƇÄøĆĆÍÄĐƇĐĆ·ÄĐøĆƇøĆƇøĐÞÍĆƇ
towing vehicle. The user must check the combination of towing vehicle and machine for various aspects, such 
as noise level and safety risks. I n addition, the user instructions for the vehicle to be used and its components 
must be observed.  
All information and technical specifications are the most up to date  at the time of publication  of this 
document . Design specifications are subject to change without notice.  
EóƇĐÞßĊƇò·óĔ·ìśƇĐÞÍƇĐÍĆòƇŹĔĊÍĆźƇĆÍÙÍĆĊƇĐøƇ·óĦƇăÍĆĊøóƇøăÍĆ·ĐßóÚƇĐÞÍƇò·ÄÞßóÍƇÉÍĊÄĆßÃÍÉƇßóƇĐÞßĊƇò·óĔ·ìŚƇ 
If you have any questions or uncertainties about  this manual or the machine in question, please contact your 
point of sale or dealer.  
This document is a translation of the original user manual. Upon request, the original user manual is available in 
Dutch.  
 
 

WARRANTY TERMS 

vÞÍƇĠ·ĆĆ·óĐĦƇ·ăăìßÄ·ÃìÍƇĐøƇĐÞßĊƇăĆøÉĔÄĐƇßĊƇĊÍĐƇøĔĐƇßóƇĐÞÍƇŷ@ÍóÍĆ·ìƇvÍĆòĊƇ·óÉƇ+øóÉßĐßøóĊƇøÙƇp·ìÍƇ·óÉƇ§·ĆĆ·óĐĦŸƇ
ĔóÉÍĆƇ ĆĐßÄìÍƇņŇƇŷ§·ĆĆ·óĐßÍĊŸƇ·óÉƇßĊƇ·ğ·ßì·ÃìÍƇøóƇĐÞÍƇRedexim website . You may use the QR code or URL below 
to access this.  

 
https://www.redexim.com/general - sales- and- delivery - conditions/  
 

PRODUCT REGISTRATION 

Register your product with Redexim for faster technical support, notifications, exclusive news, offers and much 
more. You can use the QR code or URL below to do so.  

 
https://www.redexim.com/manuals - and- product - registration/  
 
For future administrative purposes, please record your machine serial number below:  
 
ŞŞŞŞŞŞŞŞŞŞŞŞŞŞŞŞŞŞ 
 
 

https://www.redexim.com/general-sales-and-delivery-conditions/
https://www.redexim.com/manuals-and-product-registration/
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1 SAFETY INSTRUCTIONS 

This machine is designed for safe use. This is only possible if the safety instructions set out in this manual are 
followed entirely.  
Read and understand th e user manual before you start using this machine . Failure to use the machine as 
described in the manual may result in injury and/or damage to the machine.  
This user manual contains instructions that are numbered in sequence. These instructions must be followed in 
the order specified.  
The following symbols are used in this manual:  

 Safety instructions  

 Tips or notes  

 

1.1 User obligations 

The machine is intended exclusively for working cultivated fields.  Any other use is considered improper use. 
The manufacturer accepts no liability whatsoever for any damage resulting therefrom, and all associated risks 
are borne entirely by the user.  
All persons designated by the owner to operate, maintain or repair the machine must have read and fully 
understood the user manual, in particular the chapter on safety instructions.  
Any changes to the machine that adversely affect safety must be rectified immediately.  
Before using the machine, the user is obliged to check it for visible damage and defects.  
For safety reasons, no modifications or additions to the machine (except for modifications approved by the 
manufacturer) are permitted. If changes have been made to the machine, the current CE/UKCA marking 
becomes invalid and a new CE/UKCA marking must be obtained.  
Judicious use also includes following the manufacturer's instructions for use, maintenance, and repair.  
The user is responsible for ensuring the machine and towing vehicle can be safely combined and they meet the 
requirements described in the technical data (see chapter 2). The combination must be tested  for noise, 
safety, risk, and ease of use. If the combination does not meet these requirements, do not install or use the 
machine until a valid combination is achieved. Redexim is not liable for the use of invalid combinations.  
Wear appropriate clothing when working with the machine. Wear certified safety shoes, long trousers , tie up 
long hair, and do not wear loose - fitting clothing.  
In addition to the instructions in this user manual, the generally applicable safety and health and safety 
regulations must also be followed.  
When using the machine on public roads, the relevant traffic regulations apply.  
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1.2 Maintenance, repairs and adjustments 

Keep a record of repairs.  
If the machine is used, maintained or repaired by unauthorised persons, there is a risk of injury to both the user 
and third parties. This must be avoided!  
For maintenance or repairs, use only genuine Redexim parts to ensure the safety of the machine and the user.  
Repair work on the machine must only be carried out by authorised technical personnel.  
During maintenance, adjustment and repairs , always secure the machine to prevent it from rolling or sliding 
away. 
Used oil/grease is harmful to the environment; dispose of it in accordance with local regulations.  

1.3 Use of the machine 

Connect the machine to the towing vehicle in accordance with the specifications below.  
Be aware of the risk of injury!  
Do not operate the machine if the protective covers and safety stickers are missing.  
Never crawl under the machine. If necessary, tilt the machine to work on the underside.  
Inspect hydraulic lines regularly, where fitted. Replace them immediately if you detect signs of damage or wear.  
All machine operators must be fully familiar with its functions and controls.  
Before every use, do the following:  
¶ Inspect the machine for loose bolts, nuts, or other components and secure them, if necessary.  
¶ Ensure you have a clear and unobstructed view of both the immediate and surrounding area.  
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2 TECHNICAL DATA 

Specification Verti-Cut Flex 2000 

Recommended vehicle  30 to 40 HP with a minimum lifting capacity of 520 kg (1146 lbs)  
at 610 mm ŪŇŉŸūƇbehind the lift eyes  

Working width  2.0 òƇŪŌōŚŌŸū 

Working depth  0 mm Ų ŉŅƇòòƇŪŅŸƇŲ ņŚŊŌŸū 

Working speed  Depending on conditions and the desired result,  
max. 5 km/h (3.1 mph)  

PTO speed 540 RPM 

Blade thickness  2 mm ŪŅŚŅŌŎŸūƇwith carbide tip  

Distance between the blades  ňōƇòòƇŪņŚŊŸūƇŊňƇÃì·ÉÍĊƇŪstandard)  

ŇŊƇòòƇŪņŸūƇŌŊƇÃì·ÉÍĊ 

ŊŅƇòòƇŪŇŸūƇňŎƇÃì·ÉÍĊ 

Weight  420 kg (926 lbs)  

Dimensions ( L x W x H) 1579 mm x 2435 mm x 822 mm ŪŋŇŚŇŸƇĥƇŎŊŚŎŸƇĥƇňŇŚŉŸū 

3- point system  Cat. 1 

Gearbox oil  Comer: GL- 5 80W - 90 (1.2 l / 0.32 gal.) 

BRM: SAE 80/90 EP (mineral oil) (1 l / 0.26 gal.) 

Bearing grease EP2 

Centre wheel dimensions  Ø 250 mm x 90 mm ( Ø ŎŚōŉŸƇĥƇňŚŊŉŸū 

Wheel dimensions (wings)  Ø 250 mm x  47 mm (Ø  ŎŚōŉŸƇĥ 1ŚōŊŸū 

Options  -  Set of weights (SKU A0001874 ) 
-  Blade with 3 mm ŪŅŚņņōŸūƇcarbide tip (SKU 341.303.210) 

 
Table 1 

3 GENERAL DESCRIPTION 

The Verti - Cut Flex 2000 is a machine for verticutting turf areas . 
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4 SAFETY STICKERS 

Safety stickers are affixed to the machine. These safety stickers must always be clearly visible  and legible , and 
must be replaced if damaged ( Fig. 1). 

 
Fig. 1 

921.280.402 
 

 
-  When carrying out maintenance, adjustments or repairs, the engine of the 

towing vehicle and the PTO must always be switched off. Secure the 
combination to prevent it from rolling away or slipping.  

-  Keep a minimum distance of 4 metres whilst the machine is in operation, 
except for the operator seated in the towing vehicle.  

-  During operation, êÍÍăƇ·ììƇăÍĆĊøóĊƇøĔĐĊßÉÍƇĐÞÍƇò·ÄÞßóÍźĊƇÉ·óÚÍĆƇĬøóÍ, as 
there is a risk of physical injury from moving parts.  
 

 

 
900.280.402  

 
Machine users must read and understand the user manual before 
operating the machine.  

 

 

 
900.260. 424 

 

 
 
vÞÍƇò·ÄÞßóÍźĊƇĊ·ÙÍƇøăÍĆ·ĐßóÚƇĆ·óÚÍƇßĊƇĔăƇĐøƇ·Ƈò·ĥßòĔòƇøÙƇŊŉŅƇliXƇiv^. 
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5 INITIAL INSTALLATION 

5.1 Removing the machine from the pallet  

The machine must first be removed from the pallet (see Fig. 2, Fig. 3 and Fig. 4): 

 

Ensure that the cable/crane/lift can lift  at least twice the weight of the machine.  
For the weight, see chapter 2 , Technical data.  

 Never crawl under the machine.  
 

1. Remove the cross - braces (1) to allow better access.  
2. Then, remove the supports (2), brackets (3), wings (4), covers (5), PTO (6) and the box containing loose  

              parts (7) from the pallet.  
3. Carefully lift the machine by the lifting points (Fig. 4) to just above the pallet (8).  

 

 

Keep a safe distance. The machine may turn or shift whilst being lifted . 
  

4. Remove the pallet (6) and lower the machine back to the ground.  
 
 

 
Fig. 2 
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Fig. 3 

 
Fig. 4 
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5.2 Assembling the machine 

The machine must be prepared for use as follows  (see Fig. 5 and Fig. 6): 

1. Slide the coupling ( 9) and the key ( 11) onto the shaft of the wing (4) and secure them with the  
adjusting screw ( 12). 

2. Next, slide the wings (4) over the splined shafts of the central section of the machine.  
3. Then, secure the wings (4) with two sets of fasteners ( 10) per side, consisting of:  

¶ M12x55 bolt (802.120.550)  
¶ Heavy- duty washer M12 (864.120.063)  
¶ Hinge bushing (402.300.270)  
¶ M12 flat washer (864.120.031) 
¶ Lock nut M12 (830.120.120) 

4. Check that the hinge points and the couplings ( 9) are aligned with one another to ensure the wings (4) 
rotate smoothly. If necessary, the couplings (11) can be adjusted slightly by loosening the adjusting 
screw ( 12). Once adjusted, this must be tightened again.  

5. Fold the wings (4) upwards until they are secured in the locking mechanism ( 13). 
6. Place the covers (5) on the wings (4) in their locking mechanisms and secure the tension strap ( 14). 

 

 

 
Fig. 5 
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Fig. 6 
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6  PTO SHAFT 

 The description below is merely an indication of how the PTO shaft can be cut to size. The 
instructions set out in the specific manual supplied with the PTO shaft always take precedence.  

The PTO shaft is a very important component. It provides the drive from the tractor to the machine. When 
properly maintained and installed, the PTO shaft ensures the safe operation of the machine. The PTO shaft has 
its own CE certification and manual, whic h is supplied with the PTO shaft.  
For specific adjustments, refer to the details provided on the PTO page , in the parts manual.  
Do not exceed the specified values. This may lead to an unsafe situation and overload the machine, resulting in 
damage. 
 

 
Fig. 7 

 
Fig. 8 

6.1 Length of the PTO shaft 

vÞÍƇìÍóÚĐÞƇøÙƇĐÞÍƇiv^ƇĊÞ·ÙĐƇßĊƇğÍĆĦƇßòăøĆĐ·óĐŚƇEÙƇßĐƇßĊƇĐøøƇìøóÚśƇĐÞÍƇĐĆ·ÄĐøĆźĊƇ·óÉŧøĆƇĐÞÍƇò·ÄÞßóÍźĊƇÉĆßğÍƇĊĦĊĐÍòƇ
ò·ĦƇÃÍƇÉ·ò·ÚÍÉŚƇEÙƇĐÞÍƇøğÍĆì·ăăßóÚƇìÍóÚĐÞƇøÙƇĐÞÍƇĊìÍÍğÍĊƇÙ·ììĊƇÃÍìøĠƇŇŊŅƇòòƇŪŎŚōŸūƇ·ĐƇ·óĦƇăøßóĐśƇĐÞÍƇiv^ƇĊÞ·ÙĐƇ
may be damaged. The required le ngth changes when the machine is lifted or when a different towing vehicle is 
used. When the machine is purchased as new, or when a different towing vehicle is used, the length of the PTO 
shaft must be checked and, if necessary, shortened ( Fig. 7 and Fig. 8):  
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1. Measure the distance A ŪÙĆøòƇÚĆøøğÍƇĐøƇÚĆøøğÍūƇÃÍĐĠÍÍóƇĐÞÍƇĐĆ·ÄĐøĆźĊƇiv^Ƈ·óÉƇĐÞÍƇò·ÄÞßóÍźĊƇÄøĔăìßóÚśƇ
whilst the machine is standing horizontally on the ground and is coupled to the tractor.  

2. Measure the distance B from the PTO shaft in its shortest position, from the locking pin to the locking 
bolt.  

3. Split the PTO shaft into two sections and remove the protective caps from both ends.  
4. Both the ends of the sleeves and the protective caps must be shortened by: (B Ų ūƇƔƇņŇŊƇòòƇŪŉŚŎŸūŚ 
5. Deburr all parts and assemble them. Use lubricating grease when doing so.  
6. Fit the PTO shaft with the slip clutch on the machine side.  
7. Attach the other end of the PTO shaft to the tractor.  
8. Check the overlap of the sleeves.  

 

 Never use the machine with a damaged PTO protective cover. Replace it first.  

 If the PTO has been cut to the wrong length, or if a different tractor is used, the gearbox may be 
subjected to excessive strain, which could cause damage.  
 
 

6.2 Use of the PTO shaft 

To ensure correct use of the PTO shaft, the following points must be checked:  

¶ During operation, the angle of the pivot points must always be less than or equal to 30 degrees.  
¶ vÞÍƇĐĆ·ÄĐøĆźĊƇiv^ƇĊÞ·ÙĐƇòĔĊĐƇÃÍƇă·Ć·ììÍìƇĐøƇĐÞÍƇò·ÄÞßóÍźĊƇiv^ƇĊÞ·ÙĐŚ 
¶ vÞÍƇøğÍĆì·ăƇøÙƇĐÞÍƇĊìÍÍğÍĊƇòĔĊĐƇ·ìĠ·ĦĊƇÃÍƇ·ĐƇìÍ·ĊĐƇŇŊŅƇòòƇŪŎŚōŸūŚ 
¶ Never use the machine with a damaged PTO shaft guard.  
¶ For lubrication, see the PTO manual. 
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7  CONNECTING AND DISCONNECTING THE MACHINE 

You must proceed with caution  when connecting  and disconnecting  the machine.  
To do so, follow the instructions below.  
 

 
Fig. 9 

7.1 Connecting the machine  

Before connecting  the machine, check the following points:  
¶ Check that the machine is not damaged and it is safe to connect and us e. 
¶ Check for any loose parts and tighten them.  

¶ Check that all safety stickers are present , undamaged , and clearly legible  on the machine .  
Never use the machine with damaged or illegible stickers.  
 

The machine must be coupled to the tractor as follows ( Fig. 9):  
1. Remove the 3 - point pins (1) from the machine.  
2. Carefully reverse the tractor until the lift arms (2) can be attached to the machine.  

 

 Ensure that the tractor and the machine cannot move whilst being coupled.  

 pĠßĐÄÞƇøÙÙƇĐÞÍƇĐĆ·ÄĐøĆźĊƇÍóÚßóÍƇÃÍÙøĆÍƇÄøĔăìßóÚƇĐÞÍƇò·ÄÞßóÍŚ 
 

3. Attach the lift arms (2) to the machine using the three - point pins. Secure the pins with the clips.  
4. Adjust the stabiliser on the lift arms (2) to 100 mm of lateral travel.  
5. Fit the top link (3) to the tractor and connect it to the machine.  
6. Adjust the top link (3) so that the three - point pin (1) is centred in the slotted hole.  
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 If the machine is not correctly mounted behind the tractor, different PTO angles can cause 
ğßÃĆ·ĐßøóĊƇßóƇĐÞÍƇò·ÄÞßóÍźĊƇÉĆßğÍƇĐĆ·ßóŚƇvÞÍĊÍƇğßÃĆ·ĐßøóĊƇÄ·óƇÉ·ò·ÚÍƇĐÞÍƇò·ÄÞßóÍŚ 
 

7. Connect the PTO (4) to the tractor (slip clutch on the machine side) and fold the bracket (5) into the 
holder. 
 

 Ensure that the three - point pins are secured with the clips.  
 

8. Start the tractor and raise the machine.  
9. Remove the support legs (6) by removing  the pins (7) and their retainers. Place the support legs (6) and 
ĐÞÍƇăßóĊƇŪŌūƇßóƇĐÞÍƇò·ÄÞßóÍźĊƇĊĐøĆ·ÚÍƇìøÄ·ĐßøóƇ·ĊƇĊÞøĠóƇßóƇthe illustration.  

7.2 Disconnecting the machine 

The machine must be disconnected  as follows (Fig. 9): 
1. Drive to the location where the machine is to be disconnected.  

 

 Ensure that the storage area has a stable surface and that the machine cannot s lide . 

 Ensure that the machine and tractor cannot move whilst being uncoupled.  

 pĠßĐÄÞƇøÙÙƇĐÞÍƇĐĆ·ÄĐøĆźĊƇÍóÚßóÍƇÃÍÙøĆÍƇĔóÄøĔăìßóÚƇĐÞÍƇò·ÄÞßóÍŚ 
 

2. Refit the support legs (6) and the pins (7) with their locking mechanisms from the storage 
compartment to the side of the machine.  

3. Carefully lower the machine to the ground .  
 

 Check once again that the machine is stable  on the ground.  
 

4. Loosen the top link (3) and remove it.  
5. Disconnect the lift arms (2) from the machine.  
6. Disconnect the PTO (4) on the tractor side and support it by using the bracket ( 8). 
7. Start the tractor and drive it away.  
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8 TRANSPORT  

The user is responsible for transporting the machine on public roads. Check national legislation regarding the 
relevant regulations. Given the weight of the machine, it is not advisable to drive faster than  20 km/h (12.4 mph) 
whilst the machine is raised. Higher speeds can lead to dangerous situations and damage to the machine and 
tractor.  

  §ÞÍóƇĐÞÍƇò·ÄÞßóÍƇßĊƇĆ·ßĊÍÉƇøÙÙƇĐÞÍƇÚĆøĔóÉśƇ·ĐƇìÍ·ĊĐƇŇŅƇăÍĆƇÄÍóĐƇøÙƇĐÞÍƇĐĆ·ÄĐøĆźĊƇĠÍßÚÞĐƇòĔĊĐƇÃÍƇ
supported by the front axle.  

If the machine is not transported behind the tractor, you can  secure/hoist  it at the following points  (Fig. 10):  
    

 
922.340.008  

 
 
 

Securing points are located near these stickers.  

 

 
953.340.000  

 
 
 

Lifting points are located near these stickers.  

 
- Securing points positioned on both sides of the machine.  
- Lifting point for lifting the machine.  

 Keep a safe distance . The machine may rotate or slip whilst being lifted.  
 

 
Fig. 10 
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9 COMMISSIONING THE MACHINE 

9.1 Safety 

Before using the machine , check the following:  
¶ Are there any loose objects on the field? Remove these first.  
¶ Are there any slopes? The maximum inclination  on which this machine may be used is 20 degrees. 

Always work from the bottom upwards.  
¶ Are there any cables or pipes in the ground? If so, ÉÍĐÍĆòßóÍƇĐÞÍßĆƇÉÍăĐÞƇ·óÉƇĊÍĐƇĐÞÍƇò·ÄÞßóÍźĊƇĠøĆêßóÚƇ

depth to a maximum of 60% of the measured cable or pipe depth.  
¶ Are there any hard objects in the ground? If so, operate the machine at an appropriate speed and 

adjust the working depth.  
¶ Is there a risk of situations that could distract the operator? If so, the machine must NOT be used. 
¶ Is there a risk of sinking or slipping? If so, postpone the work.  
¶ If the ground is frozen or very wet, postpone work until conditions improve.  
¶ Do not take sharp turns whilst the machine is resting on the ground.  

9.2 Working speed 

vÞÍƇò·ÄÞßóÍźĊƇò·ĥßòĔòƇĠøĆêßóÚƇĊăÍÍÉƇÉÍăÍóÉĊƇøóƇÚĆøĔóÉƇÄøóÉßĐßøóĊśƇĠøĆêßóÚƇÉÍăĐÞśƇĐÞÍƇóĔòÃÍĆƇøÙƇÃì·ÉÍĊƇ
and the desired result.  
The maximum working speed is limited to 5 km/h (3.1 mph). Higher speeds are not recommended due to 
excessive wear and damage that may occur to the machine.  

 If hard objects are expected in the working area, the working speed must be reduced.  

 

9.3 Folding the machine 

Fold the machine as follows ( Fig. 11):  

 
Fig. 11 
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 pĠßĐÄÞƇøÙÙƇĐÞÍƇĐĆ·ÄĐøĆźĊƇÍóÚßóÍƇ·óÉƇiv^ƇßÙƇßĐƇßĊƇÄøĔăìÍÉƇĐøƇĐÞÍƇò·ÄÞßóÍŚ 

 Ensure that the tractor and/or the machine cannot move uncontrollably.  
 

1. Loosen the rubber fastener (1).  
2. Remove the cover (2) from the wing (3) and set it aside.  
3. Grasp the wing (3) by the handle and fold it up until the pin (4) engages in the lock (5).  
4. Take the cover (2) and fit it underneath the wing (3).  
5. Check that the cover (2) is securely locked on both sides by the locking ring (6).  
6. Attach the rubber fastener (1) to the cover (2).  

9.4 Unfolding the machine 

Unfold the machine  as follows ( Fig. 12):  
 

 
Fig. 12 

 

 pĠßĐÄÞƇøÙÙƇĐÞÍƇĐĆ·ÄĐøĆźĊƇÍóÚßóÍƇ·óÉƇiv^ƇßÙƇßĐƇßĊƇÄøĔăìÍÉƇĐøƇĐÞÍƇò·ÄÞßóÍŚ 

 Ensure that the tractor and/or the machine cannot move uncontrollably.  
 

1. Loosen the rubber fastener (1).  

2. Grasp the cover (2) and release the locking ring (3).  
3. Then, remove the cover (2) from the wing (5) and set it aside.  
4. Grasp the wing (5) by the handle and release the pin (4).  
5. Now, carefully lower the wing (5) to the ground.  
6. Fit the cover (2) onto the top of the wing (5) and secure the rubber fastener (1). 
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9.5 Start/stop procedure 

The start procedure is very important. Failure to follow the procedure as described below may result in serious 
damage to the machine.  

 
To start, proceed as follows: 
 

1. Check the machine thoroughly for loose parts and ensure that all components are functioning correctly.  
 

 If any loose parts are found or any parts are not working properly, the problems must be rectified 
before using the machine.  
 

2. Drive to the location where the work is to be carried out.  
3. Lower the machine to just above the ground.  
4. Set the tractor engine  speed  to approx imately  1200 rpm.  
5. Select the correct gear on the tractor and drive forwards.  
6. Engage the PTO. 
7. Whilst driving forwards, carefully lower the machine into the ground whilst it is running.  
8. Increase the PTO speed to the maximum permissible value of 540 rpm.  
9. Work a section of soil ·óÉƇ·ĊĊÍĊĊƇĠÞÍĐÞÍĆƇĐÞÍƇò·ÄÞßóÍźĊƇĊÍĐĐßóÚĊƇ·ĆÍƇăĆøÉĔÄßóÚƇĐÞÍƇÉÍĊßĆÍÉƇĆÍĊĔìĐŚ 
10. You can take  gentle turns whilst working.  

 
To stop, proceed as follows: 
 

1. Reduce the PTO speed.  
2. Disengage the PTO and lift the machine out of the ground.  

 

 Only lift the machine out of the ground when it is positioned directly behind the tractor to prevent 
damage to the machine and the ground.  
 

3. Move to the next location and start again , as described  above. 
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10 TECHNICAL INFORMATION 

Generally speaking, the Verti - Cut Flex 2000 is not a complicated machine. A number of technical points will be 
explained. If you still have any questions afterwards, please contact your dealer, who will be happy to assist 
you. 

10.1 Adjusting the working depth 

To set the working depth, adjust the wheels as follows  (Fig. 13): 
 

 

Fig. 13 
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 pĠßĐÄÞƇøÙÙƇĐÞÍƇĐĆ·ÄĐøĆźĊƇÍóÚßóÍƇ·óÉƇiv^ƇĠÞÍóƇßĐƇßĊƇÄøĔăìÍÉƇĐøƇĐÞÍƇò·ÄÞßóÍŚ 

 Ensure that the tractor and/or the machine cannot move uncontrollably.  
 

1. In total, there are  5 height adjustment points (1) on the machine. Ensure that all adjustment points are 
set to the  same height . 

2. Then, turn the hexagon socke t head screw  (3)  ĠßĐÞƇ·ƇņŌƇòòƇŪŅŚŋŌŸūƇÄøóóÍÄĐßøóƇĐøƇ·ÉéĔĊĐƇĐÞÍƇÞÍßÚÞĐŚ 
3. Use the indicator (4) to check whether the desired depth has been reached.  
4. Turn the locking mechanism (2) on the adjustment mechanism (1) 90° downwards . 
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11 OPTIONS 

11.1 Verti-Cut Flex weight kit  

If you need to apply more pressure to the wings, you can add weight to them using a weight kit: SKU A0001874 . 
This kit includes two weights, each weighing 20 kg (44 lb).  
Install and use the weight kit as follows  (Fig. 14):   

1. Position the strips (2) and the brackets (3) in the desired position.  

2. Loosen the knob (4) one turn and set the lock (5) to the vertical position.  

3. Place the weight (1) over the locking mechanism.  

4. Turn the locking mechanism to the horizontal position and tighten it again using the knob (4).  

5. If the weights (1) are no longer in use or the wings need to be folded up, the weights can be stored and 
locked at the front of the machine.  

 
Fig. 14 
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11.2 Scarifying blade 3 mm 

It is possible to use 3 mm scarifying blades (SKU 341.303.210) instead of the standard 2 mm scarifying blades.  
Because 3 mm blades require more power, use them only with the standard 38 mm (1.5") spacing or the 50 mm 
(2") spacing. Adjust the working depth if necessary.  
Refer to chapter  12.5 for instructions on fitting the blades . 

 YøĐƇĊĔßĐ·ÃìÍƇÙøĆƇĔĊÍƇĠßĐÞƇŇŊƇòòƇŪņŸūƇĊă·ÄßóÚŚ 

Fig. 15 

Standard  
SKU 341.302 .210 

Optional  
SKU 341.303.210 
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12 MAINTENANCE 

12.1 Maintenance schedule 

Timeline Checkpoint Work 

Before each use 
 

Check for loose parts.  Secure any loose parts correctly.  
General check  Connect the machine to the tractor and 

let it run for 5 minutes.  Check for unusual 
movements or noises.  

Check for oil leaks and the oil level in 
the gearbox.  

Rectify any leaks and top up the oil to the 
correct level. See ch. 2, Technical data. 

Safety stickers  Check that safety stickers are present and 
legible. Replace them if they are damaged 
or missing. 

Loose parts around the PTO  Secure the parts so that they cannot 
come into contact with the PTO.  

After the first 20 operating  
hours  
(New or repaired)  

Lubricate the PTO and roller bearings .  Use 2 shots of EP 2 grease. See ch. 12.3 to 
locate the lubrication points.  

Check for loose parts.  Secure any loose parts correctly.  
General check  Connect the machine to the tractor and 

run it for 5 minutes. Check for unusual 
movements or noises.  

Check for oil leaks and the oil level in 
the gearbox.  

Rectify any leaks and top up the oil to the 
correct  level. See ch. 2, Technical data. 

Loose parts around the PTO  Secure the parts so that they cannot 
come into contact with the PTO.  

After the first 50 operating  
hours 
(New or repaired)  

Change the oil in the gearbox . See chapter 2 , Technical data. 

After every 50 operating  
hours 

Lubricate the PTO and roller bearings .  Use 2 shots of EP 2 grease. See ch. 12.3 for 
the location of lubrication points.  

Check for loose parts.  Secure any loose parts correctly.  

General inspection  Connect the machine to the tractor and 
run it for 5 minute s. Check for unusual 
movements or noises.  

After every 500 operating  
hours or 1 year 

Change the oil in the gearbox.  See chapter 2, Technical data.  

 
Table 2 
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12.2 Cleaning 

When using a high- pressure cleaner to clean the machine, observe the following rules:  
¶ Do not use aggressive cleaning agents that could damage the machine.  
¶ Maximum water pressure: 70 bar (1015 PSI)  
¶ Maximum water temperature: 50°C (122°F)  
¶ Do not aim the jet from the high - pressure cleaner directly at bearings, oil seals, lubrication points or 

stickers.  
¶ Maintain a minimum distance of 0.5 m (1.6 ft) between the nozzle of the high - pressure cleaner and the 

surface to be cleaned.  
 

 Re- lubricate the bearing points after cleaning the machine.  

 

12.3 Lubrication points 

To ensure proper machine operation , all lubrication points on both sides of the machine must be lubricated 
periodically , except for  the bearing housing at the rotor suspension point  (Fig. 16).  
Lubricate the points according to  the maintenance schedule ( chapter  12.1). 
 

 
Fig. 16 
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12.4 Changing the gearbox oil 

The oil in the gearbox must be changed periodically.   
To do so, follow the steps below  (Fig. 17): 

 
Fig. 17 

 
 Run the machine for a few minutes off the ground to allow the oil to warm up.  

1. Stop the machine, lower it to the ground and position it parallel to the ground.  
 

 pĠßĐÄÞƇøÙÙƇĐÞÍƇĐĆ·ÄĐøĆźĊƇÍóÚßóÍƇ·óÉƇiv^ƇÃÍÙøĆÍƇÚÍĐĐßóÚƇøĔĐŚ 

 Ensure that the tractor and the machine cannot move uncontrollably.  

 Never crawl under the machine.  
 

2. Remove the rear cover (1). 
3. Remove the bleed screw ( 2). 

 

 Be careful: the oil may be hot and harmful to the skin.  
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4. Drain the gearbox using an oil pump .  
An alternative option is to remove the blind plug (3) at the bottom . Do ensure you first place a 
collection tray with sufficient capacity (more than 1.2 l [0.32 gal]) under the gearbox to collect  the oil.  

5. Check the oil for contamination. Steel particles may indicate a problem in the gearbox.  
 

 Used oil/grease is harmful to the environment; dispose of it in accordance with local regulations . 
 

6. Fit the plug ( 3). 
7. Fill the gearbox with oil (see chapter 2) via the opening in the breather ( 2). 
8. Remove the level plug ( 4) and check whether oil is leaking from the gearbox. If so, refit the level plug ( 4). 

If no oil leaks from the hole , check for leaks and top up the gearbox until oil leaks from the hole in the 
level plug, then refit the level plug ( 4). 

9. Fit the breather ( 2). 
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12.5 Replacing the blades/adjusting the blade spacing 

To replace the blades, proceed as follows:  

 
Fig. 18 

 
1. Disconnect the machine from the tractor as described in chapter 7.2. 
2. Whilst disconnecting, place blocks under the rear support legs  (see Fig. 18). 

 

 pĠßĐÄÞƇøÙÙƇĐÞÍƇĐĆ·ÄĐøĆźĊƇÍóÚßóÍƇ·óÉƇiv^ƇÃÍÙøĆÍƇÚÍĐĐßóÚƇøĔĐŚ 

 Never crawl under the machine.  
 

3. See Fig. 19. Remove the protective covers ( 1), loosen the timing belt and remove it  (only the centre 
section).  

4. Loosen the bolts on the bearing blocks (2) for each rotor and carefully remove the rotors . Remember 
which rotor belongs where or mark them accordingly.  

5. See Fig. 20. Loosen the nut ( 3) from the shaft . To do this, secure the key at the other end .  
Use a tool for this, such as a profiled socket, to ensure the shaft remains undamaged.  

6. Remove all bushings and blades.  
7. See 
8. Table 3 for the correct sleeves and number of blades per rotor.  
9. Fit the bushings and blades. Ensure that the blades are fitted in a spiral pattern. Also take note of the 

direction of rotation of the shaft.  
10. Fit the nut and tighten it to 240 Nm . Here too , use an aid, such as a profiled sleeve, to block the keyway 

at the other end . 
11. Slide the bearing blocks (2) back onto the rotor shafts and fit the rotors in the correct position.  
12. Align the rotors relative to one another to ensure the correct blade spacing, then tighten the ring on the 

bearing block (2) . 
13. Check that all blades are facing the correct direction , see Fig. 21.  
14. Fit the timing belts ; for the correct procedure, see chapter  12.6. 
15. Fit the protective covers  (1).  
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Fig. 19 

 
 

Pos. Description 

25 mm (1") 
38 mm (1.5") 

Standard 
50 mm (2") 

L M R L M R L M R 

(4)  Scarifier blade (SKU 341.302.210) 25 25 25 18 17 18 13 13 13 

(5)  Start bushing: 12.1 mm  
(SKU A0002577)  

    1  1 1 1 

(6)  Spacer: 12.1 mm (SKU A0002577) 48 
(24x2)  

48 
(24×2) 

48 
(24×2) 

51 
(17×3) 

48 
(16×3) 

51 
(17×3) 

48 
(12×4) 

48 
(12×4) 

48 
(12×4) 

(7) 

End bushing: 17.5 mm  
(SKU 406.270.180) 

   1  1    

End bushing: 21 mm  
(SKU 406.270.210) 

 1        

End bushing: 24 mm  
(SKU 406.270.240)      1     

End bushing: 31.5 mm  
(SKU 406.270.320)         1  

End bushing: 41 mm  
(SKU 406.270.410) 1  1       

End bushing: 51 mm  
(SKU 406.270.510)       1  1 

 

Table 3 
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Fig. 20 
 
 

 
 

Fig. 21 
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12.6 Replacing and tensioning the belts 

To replace and tension the belts, proceed as follows:  
 

 
Fig. 22 

 
1. Disconnect the machine from the tractor as described in chapter  7.2. 
2. If desired, position the machine on a raised surface to make it easier to work on it.  

 
Ensure that the machine is always on a stable surface so that work on the machine can be carried 
out safely.  

 
3. See 22. Remove the protective covers ( 1) and, if necessary, the wings (2) and the rear wheels (3) if you 

wish to replace the timing belts in their entirety.   
To tension the belts only, just remove the protective covers.  

4. The machine contains 3 timing belts, which are marked A, B and C  in Fig. 22.  
Instructions on how to replace and tension each timing belt are provided below.  

5. After replacing the timing belts, refit the protective covers , wings and wheels to the machine.  
6. After replacing or tensioning the timing belts, check that they run smoothly over the pulleys and that 

the machine does not make any unusual noises. To do this, connect the machine to the tractor as 
described in chapter 7.1 and run the machine just above the ground.  

 
Ensure that the test run of the machine is carried out safely and that no one is standing close to or 
on the machine.  

 
7. Repeat the  above steps if the timing belt is not yet correctly adjusted and is making too much noise or 

is slipping off the pulleys. 
 

12.6.1 Timing belt A 

Timing belt A is located at the rear left . To replace and tension it, proceed as follows  (see Fig. 23): 
1. Use a 17 mm spanner (2) to loosen the nut on the tensioner pulley (3) by one turn. The tensioner pulley 

can now move freely back and forth.  
2. If the timing belt (4) (SKU A0002092) needs replacing , it can now be removed from the timing belt 

pulleys, and a new one  can be  fitted.  
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3. The timing belt (4) must be retensioned. To do this, use a 19 mm spanner (1) and place it on the 
hexagonal stub.  

4. Apply a little force and then use a 17 spanner to tighten the nut slightly, just enough to keep the 
tensioner pulley in place.  

5. Then use a frequency tension tester to check the tension of the timing belt. The correct frequency for a 
new and existing timing belt is shown in Fig. 23.  

6. If the frequency is too low, the tensioner pulley must be pressed harder against the belt. To do this, use 
both open - ended spanners (1 and 2) again and check the frequency once more.  

7. Once the correct frequency of ±3 Hz has been achieved, tighten the nut (2) on the tensioner pulley to 
the correct torque; see chapter 12.7. 
 

 
Fig. 23 

 
 

12.6.2 Timing belt B 

Timing belt B (4) (SKU 651.501.064) is located at the rear right - hand side . Replacement and tensioning are 
carried out as follows (see Fig. 24):   

1. Use a calliper  to  measure the height of the two eye bolts relative to the mounting surface and make a 
note of these measurements.  

2. Use a 24 spanner to loosen the M16 bolt (1) on the tensioner pulley by one turn.  
3. Loosen the two lock nuts (2) by as much as you wish to move the tensioner pulley. When replacing the 

timing belt (4)  note that  this will be slightly further than when tensioning the timing belt (4) . 
4. Then, adjust the two height - adjustment nuts (3) by approximately the same amount. You can check 

this by comparing the measurement with the one recorded earlier. Ensure that the tensioner moves as 
parallel as possible.  

5. Tighten  the M16 bolt (1) slightly again, along with the lock nuts (2).  
6. After that , use a frequency tension tester to check the tension of the timing belt.  

 












